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STA 84 BRACKET 


DESCRIPTION 


REVISE TO CURRENT FORMAT; ADD DETAILS A AND F 
AND SECTION E-E; D3672-15 WAS NAS1515H3. 
ZONES 
C3-3/C6-4 AND B3-3/B6-3: 2.656 WAS 2.654 AND 0.438 WAS 
0.437; REASON: CAD ERROR. 
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02803-042 BRACKET ASSY 


02803-041 BRACKET ASSY 


NOTES: 
1) MATERIAL: NIA 
2) FINISH: 
POWDER COAT "GLOSS WHITE" (4.3.5.1) OR "GREY SANDTEX" (4.3.5.6) 
OR "BLACK SANDTEX" (4.3.5.7) OR "GREEN SANDTEX" (4.3.5.8) PER DART aSI 0054.3 
3) TOLERANCES: 
PER DART aSI 018 UNLESS OTHERWISE NOTED 
4) UNITS: INCHES UNLESS OTHERWISE NOTED 
5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 
6) IDENTIFICATION: 
IDENTIFY PER DART aSI 044 6.1 
7) WEIGHT: 1.58 Ibs 
r 
8) PRESS D2805-X AND D2809 INTO PLACE PRIOR TO POWDER COAT 
9) INSTALL BOLT WITH LPS-3 CORROSION INHIBITOR, ENSURE NO LPS-3 ON THREADS 
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NOTES: 
1) MATERIAL: NIA 
2) FINISH: POWDER COAT "GLOSS WHITE" (4.3.5.1) OR "GREY SANDTEX" (4.3.5.6) 
OR "BLACK SANDTEX" (4.3.5.7) OR "GREEN SANDTEX" (4.3.5.8) PER DART aSI 0054.3 
3) TOLERANCES: 
PER DART aSI 018 UNLESS OTHERWISE NOTED 
4) UNITS: INCHES UNLESS OTHERWISE NOTED 
5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 
6) IDENTIFICATION: 
IDENTIFY PER DART aSI 0446.1 
7) WEIGHT: 1.58 Ibs 
8) PRESS D2805-X AND 02809 INTO PLACE PRIOR TO POWDER COAT 
9) INSTALL BOLT WITH LPS-3 CORROSION 
INHIBITOR, ENSURE NO LPS-3 ON THREADS 
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NOTES: 
1) MATERIAL: 6061-T61T651/T65101T65111T62 ALUMINUM BAR PER QQ-A-225/8 OR AMS-QQ-225/8 
(OR AMS 4117/4128/4115/4116) 
OR QQ-A-200/8 OR AMS-QQ-A-200/8 
(OR AMS 4160) 
OR ASTM B211 OR ASTM B221 
REF. DART SPEC. M6061T6B 
2) FINISH: CHEMICAL CONVERSION 
COAT PER DART QSI 0054.1 
3) TOLERANCES: 
PER DART QSI 018 UNLESS OTHERWISE NOTED 
4) UNITS: INCHES UNLESS OTHERWISE NOTED 
5) BREAK SHARP EDGES: RO.030 TO 0.063 ON ALL EDGES 
6) IDENTIFICATION: 
NONE 
7) WEIGHT: 1.22 Ibs 
8) MACHINE PER PART FILE D2803_REVC .SLDPRT 
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NOTES: 
1) MATERIAL: 6061-T61T651/T65101T65111T62 
ALUMINUM BAR PER QQ-A-225/8 OR AMS-QQ-225/8 
(OR AMS 4117/4128/4115/4116) 
OR QQ-A-200/8 OR AMS-QQ-A-200/8 
(OR AMS 4160) 
OR ASTM B211 OR ASTM B221 
REF. DART SPEC. M6061T6B 
2) FINISH: CHEMICAL CONVERSION 
COAT PER DART QSI 0054.1 
3) TOLERANCES: 
PER DART QSI 018 UNLESS OTHERWISE NOTED 
4) UNITS: INCHES UNLESS OTHERWISE 
NOTED 
5) BREAK SHARP EDGES: RO.030 TO 0.063 ON ALL EDGES 
6) IDENTIFICATION: 
NONE 
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